
PORTAFUSIBILI A BASETTA
Base mounting fuseholders | Porte-fusibles avec sorties axiales
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ULBMM603-1SQ ULBMM603-1SQ ULBMM603-1SQ
30 A 600 V - 1 Polo 30 A 600 V - 1 Poles 30 A 600 V - 1 Pôles

Contatti Contacts Contacts 
bronzo con vite bronze-screw fixing   bronze à vis 
faston 6,3 mm faston 6,3 mm faston 6,3 mm
Fissaggio Mounting Fixation  
bullone e guida DIn DIn rail and bolt boulon et Rail DIn 
Base  Base Base  
Termoplastico Thermoplastic Thermoplastique 
 UL 94-V0  UL 94-V0  UL 94-V0 

Codice omologazione Approval code Code d’homologation 
buss bMM-603-1sQ buss bMM-603-1sQ buss bMM-603-1sQ

ULBMM603-2SQ ULBMM603-2SQ ULBMM603-2SQ 
30 A 600 V - 2 Poli 30 A 600 V - 2 Poles 30 A 600 V - 2 Pôles

Contatti Contacts Contacts 
bronzo con vite bronze-screw fixing   bronze à vis 
faston 6,3 mm faston 6,3 mm faston 6,3 mm
Fissaggio Mounting Fixation  
bullone e guida DIn DIn rail and bolt boulon et Rail DIn
Base  Base Base  
Termoplastico Thermoplastic Thermoplastique
UL 94-V0 UL 94-V0 UL 94-V0
Codice di omologazione Approval code Code d’homologation 
buss bMM-603-2sQ buss bMM-603-2sQ buss bMM-603-2sQ

ULBMM603-3SQ ULBMM603-3SQ ULBMM603-3SQ 
30 A 600 V - 3 Poli 30 A 600 V - 3 Poles 30A 600 V - 3 Pôles
Contatti Contacts Contacts 
bronzo con vite bronze-screw fixing   bronze à vis 
faston 6,3 mm faston 6,3 mm faston 6,3 mm
Fissaggio Mounting Fixation  
bullone e guida DIn DIn rail and bolt boulon et Rail DIn 
Base  Base Base  
Termoplastico Thermoplastic Thermoplastique
UL 94-V0 UL 94-V0 UL 94-V0
Codice di omologazione Approval code Code d’homologation 
buss bMM-603-3sQ buss bMM-603-3sQ buss bMM-603-3sQ

CP5518 CP5518 CP5518
per fusibili 5x20 for fuses 5x20 pour fusibles 5x20

CP5519 CP5519 CP5519
per fusibili 6,3x32 for fuses 6,3x32 pour fusibles 6,3x32

CP5538 CP5538 CP5538
per fusibili 10x38 for fuses 10x38 pour fusibles 10x38

Caratteristiche Characteristic Caractéristique
gomma trasparente Transparent  Caoutchouc transparent
autoestinguente self-extinguishing rubber auto-extinguible

ULBMM603-1SQ Per fusibili 10x38 For 10x38 fuses Pour fusibles 10x38

Categoria PC1

 

ULBMM603-2SQ Per fusibili 10x38 For 10x38 fuses Pour fusibles 10x38

Categoria PC1

ULBMM603-3SQ Per fusibili 10x38 For 10x38 fuses Pour fusibles 10x38

Categoria PC1

CP5563

CP5518 - CP5519 - CP5538 Coperchio in gomma 
trasparente

Rubber  transparent 
cap

Capot en caoutchouc 
transparent  

CP5518

CP5519

CP5538
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